
KATALOG MAŁEJ ARCHITEKTURY
Park Miejski w Sandomierzu



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

ŁAWKA PARKOWA
Drewno: lite drewno egzotyczne iroko, olejowane bezbarwnie

Stal cynkowana, powlekana proszkowo RAL 7021 
Fundamentowane



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Ławka
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-04-55

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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Materiał wyjściowy: drewno z regionalnych gatunków drzew, 
pochodzące z trwale zagospodarowywanych zasobów leśnych
drewno z certyfikatem PEFC (sosna zwyczajna, buk).

Metoda produkcji: pełne nasączenie drewna woskiem (wraz z twardzielą)
 - innowacyjny, opatentowany sposób konserwacji drewna.

Gwarancja: 15 lat pisemnej gwarancji na niszczenie drewna 
spowodowane wpływem warunków zewnętrznych tj. wilgoci, grzybów bądź szkodników.

stal kwasoodporna szlifowana 
gatunek 304

lub

stal cynkowana
i lakierowana proszkowo

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Ławka
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-04-55

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.

2990600  @ @  dowolna
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Materiał wyjściowy: drewno z regionalnych gatunków drzew, 
pochodzące z trwale zagospodarowywanych zasobów leśnych
drewno z certyfikatem PEFC (sosna zwyczajna, buk).

Metoda produkcji: pełne nasączenie drewna woskiem (wraz z twardzielą)
 - innowacyjny, opatentowany sposób konserwacji drewna.

Gwarancja: 15 lat pisemnej gwarancji na niszczenie drewna 
spowodowane wpływem warunków zewnętrznych tj. wilgoci, grzybów bądź szkodników.

stal kwasoodporna szlifowana 
gatunek 304

lub

stal cynkowana
i lakierowana proszkowo

2000
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Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Ławka
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-04-55

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.

2990600  @ @  dowolna
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DETAIL A

43
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Materiał wyjściowy: drewno z regionalnych gatunków drzew, 
pochodzące z trwale zagospodarowywanych zasobów leśnych
drewno z certyfikatem PEFC (sosna zwyczajna, buk).

Metoda produkcji: pełne nasączenie drewna woskiem (wraz z twardzielą)
 - innowacyjny, opatentowany sposób konserwacji drewna.

Gwarancja: 15 lat pisemnej gwarancji na niszczenie drewna 
spowodowane wpływem warunków zewnętrznych tj. wilgoci, grzybów bądź szkodników.

stal kwasoodporna szlifowana 
gatunek 304

lub

stal cynkowana
i lakierowana proszkowo

Lite drewno egzotyczne iroko, olejowane bezbarwnie 
Szczebliny: 2000x43x43mm, fazowanie 5x5mm
odstęp miedzy szczeblinami: 15mm
42 szt. 

Stal cynkowana S235JR
Powlekana proszkowo, RAL 7021, 
wykończenie matowe

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Ławka
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-04-55

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.

2990600  @ @  dowolna

761

10
07

44
4

10

A

DETAIL A

43
43

Drewno egzotyczne IROKO
olejowane z barwnikiem

stal kwasoodporna szlifowana 
gatunek 304

lub

stal cynkowana
i lakierowana proszkowo

10
07

761

44
4

Sposób fundamentowania:



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

KOSZ NA ŚMIECI
Stal kwasoodporna, powlekana proszkowo RAL 7021 

Fundamentowany



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:10

Kosz
07/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

07/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-07-45_01

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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stal kwasoodporna w gatunku 304
lakierowana proszkowo na kolor RAL 7016

stal kwasoodporna szlifowana 
gatunek 304

Montaż:
- kołkowanie 4 kołki M8x60mm (stal kwasoodporna)

Otwieranie pokrywy:
- sworzeń 
- zawias

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:10

Kosz
07/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

07/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-07-45_01

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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390

stal kwasoodporna w gatunku 304
lakierowana proszkowo na kolor RAL 7016

stal kwasoodporna szlifowana 
gatunek 304

Montaż:
- kołkowanie 4 kołki M8x60mm (stal kwasoodporna)

Otwieranie pokrywy:
- sworzeń 
- zawias

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:10

Kosz
07/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

07/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-07-45_01

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.

10
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84
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390

stal kwasoodporna w gatunku 304
lakierowana proszkowo na kolor RAL 7016

stal kwasoodporna szlifowana 
gatunek 304

Montaż:
- kołkowanie 4 kołki M8x60mm (stal kwasoodporna)

Otwieranie pokrywy:
- sworzeń 
- zawias

O 390mm

Otwieranie pokrywy:
• sworzeń
• zawias

Sposób fundamentowania

Popielniczka: 
stal kwasoodporna, szlifowana
Gatunek 304

Korpus: stal gat. 304
powlekana proszkowo 
RAL 7021 
wykończenie matowe

10
0

84
1



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

KOSZ NA PSIE ODCHODY
Stal kwasoodporna, lakierowana proszkowo RAL 7021 

Fundamentowany



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Kosz na psie odchody
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
20-07-07

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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Istalacja do 
jednorazowych
worków

O 335

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Kosz na psie odchody
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
20-07-07

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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O 139,7

O 220

Istalacja do 
jednorazowych
worków

O 335

Mocowanie worków 
jednorazowych

O 335mm

Stal kwasoodporna
Gatunek 304

Powlekana proszkowo RAL 7021
Wykończenie matowe

25
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Skala 1:100

84
1



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

LEŻAKI
Drewno: lite drewno egzotyczne iroko, olejowane bezbarwnie

Stal kwasoodporna, powlekana proszkowo RAL 7021 
Fundamentowane



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:10

Łeżanka
10/2015

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

10/2015

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
20-04-17_01

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.

Materiał wyjściowy: drewno z regionalnych gatunków drzew, 
pochodzące z trwale zagospodarowywanych zasobów leśnych
drewno z certyfikatem PEFC (sosna zwyczajna, buk).

Metoda produkcji: pełne nasączenie drewna woskiem (wraz z twardzielą)
 - innowacyjny, opatentowany sposób konserwacji drewna.

Gwarancja: 15 lat pisemnej gwarancji na niszczenie drewna 
spowodowane wpływem warunków zewnętrznych tj. wilgoci, grzybów bądź szkodników.

stal kwasoodporna szlifowana 
gatunek 304

lub

stal cynkowana
i lakierowana proszkowo

587 10

96,5

10
15

1745

Stal cynkowana S235JR
Powlekana proszkowo RAL 7021
gr. 10mm, wykończenie matowe

Fundamentowanie: pod nawierzchnią 
20x20x40cm - 4szt.
Beton C12

Kotwa chemiczna M8x165, śred. 
wiercenia 10mm

Materiał wyjściowy: lite drewno egzotyczne 
iroko, olejowane bezbarwnie

Szczebliny: 780x43x43mm, fazowanie 5x5mm
odstęp miedzy szczeblinami: 15mm
42 szt. 

Mocowanie: wkręty do drewna, 
stal ocynkowana

1745

10
15

587 10
96,5

skala 1:50



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

STOJAK NA ROWERY
Stal kwasoodporna, lakierowana proszkowo RAL 7021 

Fundamentowany



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Podpora rowerowa
06/2014

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

06/2014

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-11-12

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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stal kwasoodporna szlifowana 
gatunek 304

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Podpora rowerowa
06/2014

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

06/2014

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-11-12

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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stal kwasoodporna szlifowana 
gatunek 304

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Podpora rowerowa
06/2014

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

06/2014

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-11-12

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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stal kwasoodporna szlifowana 
gatunek 304

Stal S235JR cynkowana 
ogniowo
Lakierowana proszkowo 
RAL 7021
 gr. 10mm
Wykończenie matowe

Fazowanie narożników 
wklęsłych i wypukłych 
10x10mm - 

Fundament: pod 
nawierzchnią, 
240x240x200mm, beton 
C12/15 - 2 szt.

Mocowanie: kotwa 
chemiczna M8/15
4 szt. 

Data

Konstruował RysowałSprawdził

Nazwa części

Skala
1:5

Podpora rowerowa
06/2014

Nazwisko

Podpis

M. Puczyński M. Puczyński
Format

DFT

M. Puczyński

06/2014

PUCZYŃSKI - mała architektura
Ul. Robotnicza 31 05-800 Pruszków tel.: 22 7586693  e-mail: info@puczynski.pl  internet: www.puczynski.pl

Nr zespołu
19-11-12

Autor projektu zgodnie z Ustawą o prawie autorskim i prawach pokrewnych z dnia 04.02.1994r. (Dz.U. 2006 Nr 90 poz. 631 z późn. zmianami) zastrzega sobie prawa autorskie.
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PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

OPRAWA OŚWIETLENIOWA

zdjęcie poglądowe



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA
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O 410mm

O 136mm

Korpus i pokrywa: malowany odlew alumionowy, RAL 7021 
Klosz PC (odporny na działanie promieniowania UV) lub PMMA



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

ŁAWA BETONOWA, PÓŁOKRĄGŁA 
Podświetlane LED, beton architektoniczny

Beton architektoniczny
kolor szary, naturalny

Stal nierdzewna

zdjęcie poglądowe

zdjęcie poglądowe



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Ława z oparciem
środkowa

Ława z oparciem
prawa

Układ ław:
1 szt. ława prawa
1 szt. ława środkowa
1 szt. ława środkowa
 z oparciem
1 szt. ława lewa

Uwagi:
− wszystkie powierzchnie  betonowe muszą być gładkie i 
równe,  bez porów i zagłębień między ziarnami kruszywa, 
przełomami i wybrzuszeniami ponad powierzchnią,
− pęknięcia i rysy są niedopuszczalne,
− krawędzie narozników powinny być fazowane – faza 20x20 
mm
− wyklucza się szpachlowanie 
− jednolita barwa – kolor „naturalny” - szary cementowy

Ława z oparciem
środkowa

Ława bez oparcia

Ława bez oparcia
środkowa

Ława bez oparcia
lewa

System podświetlania:
wąż LED



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

ŁAWA BETONOWA ‘GWIAZDA’
beton architektoniczny

zdjęcie poglądowe

zdjęcie poglądowezdjęcie poglądowe



PARK MIEJSKI W SANDOMIERZU
 | MAŁA ARCHITEKTURA

Ława ‘Gwiazda’ duża Ława ‘Gwiazda’ mała

Uwagi:
− wszystkie powierzchnie  betonowe muszą być gładkie i 
równe,  bez porów i zagłębień między ziarnami kruszywa, 
przełomami i wybrzuszeniami ponad powierzchnią,
− pęknięcia i rysy są niedopuszczalne,
− krawędzie narozników wklęsłych i wypukłych powinny być 
fazowane – faza 20x20 mm
− wyklucza się szpachlowanie 
− jednolita barwa – kolor „naturalny” - szary cementowy



BRAMA



PARK MIEJSKI W SANDOMIERZU 
 | BRAMA

BRAMA
stal COR-TEN, napis wycinany laserowo.

Elementy stali perforowanej od strony parku.
 

SZCZEGÓŁOWY RYSUNEK: MA1.0-MA1.2

BRAMA - PODŚWIETLENIE 



FONTANNA



PARK MIEJSKI W SANDOMIERZU 
 | BRAMA

FONTANNA W POSADZCE
Dysze ukryte w nawierzchni. 

System trzech pierścieni dysz o różnej wysokości strumienia wody. 
Nawierzchnia fontanny - kostka granitowa, kolor czarny

SZCZEGÓŁOWY RYSUNEK:  CZĘŚĆ KONSTRUKCYJNA ORAZ TECHNOLOGICZNA



NAWIERZCHNIE



PARK MIEJSKI W SANDOMIERZU 
 | NAWIERZCHNIE

PLAC GŁÓWNY Z FONTANNĄ
Dysze fontanny ukryte w nawierzchni. 

Nawierzchnia placu: płyty granitowe, cięte, groszkowane, trapezowe
kolor jasnoszary

Pierścienie: kostka granitowa, cięto-łupana, 10/10, płomieniowana, dwa rzędy, kolor czarny

Nawierzchnia fontanny: płyty granitowe, cięte, trapezowa,  płomieniowane, kolor czarny 

SZCZEGÓŁOWY RYSUNEK:  CZĘŚĆ KONSTRUKCYJNA ORAZ TECHNOLOGICZNA



PARK MIEJSKI W SANDOMIERZU 
 | NAWIERZCHNIE

GŁÓWNA ALEJA
Nawierzchnia:  płyty granitowe, cięte, 20x30cm,  groszkowane, kolor jasnoszary

Obrzeże: kostka granitowa, surowołupana, 10/10, cztery rzędy, kolor jasnoszary 
 oraz kostka granitowa, surowołupana, 20/20, jeden rząd, kolor jasnoszary



PARK MIEJSKI W SANDOMIERZU 
 | NAWIERZCHNIE

ALEJA WSCHÓD-ZACHÓD
Nawierzchnia: kostka granitowa, cięta, 10/10cm, groszkowana, kolor jasnoszary

Obrzeże: kostka granitowa, surowołupana, 20/20, jeden rząd, kolor jasnoszary 



PARK MIEJSKI W SANDOMIERZU 
 | NAWIERZCHNIE

POZOSTAŁE ALEJE
Nawierzchnia: kruszywo mineralne, stabilizowane statycznie, frakcja 0-11mm, kolor beżowy 

Obrzeże: kostka granitowa, surowołupana, 20/20, jeden rząd, kolor jasnoszary 



PLAC ZABAW 
1-3 LAT
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PIASKOWNICA 
I OGRODZENIE PLACU ZABAW 1-3

Szczegółowy rysunek: PZ 1.0-PZ 2.0 
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KARUZELA

Zgodność z normą EN 1176

zdjęcie poglądowe

312  

 
Intormacje techniczne 

 
Urządzenie  wykonane  ze  
stali kwasoodpornej 

 
sturdy substructure 

 
Urządzenie  wyposażone  w 
bezobsługowe łożyska 
zabezpieczone przed wilgocią  i  
piaskiem.  
 

 
Ergonomiczny uchwyt  
rura Ø33.7 mm 
Antypoślizgowa  płyta  

pozioma 

 
Wymiary 
(możliwe  niewielkie  różnice) 

 
h- 0.75 m 
Ø- 0.50 m 
Waga- 35 kg 

 
 
 
 
 
 
 

Safety check according to EN  1176 
 

Składniki  
zestawu 

 
1 Small Spinner 
1 rama 
fundamentu 

Instalacja 
 

Wymagana powierzchnia 
odpowiada 
strefie upadku ≤  0.60 m  
 
Fundamenty 
1 szt 60 x 60 x 20 
cm wykop  60 cm 

 
Uwaga! 
Rzeczywiste wymiary  mogą  się  
nieznacznie  różnić  od  podanych w 
niniejszej karcie katalogowej 
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BUJAK MYSZ 
 

Order No. 4.24240 Duck Family  
Order No. 4.24260 Chicken Family 
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Order No. 4.24250 Dancing Mice 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

scale 1:50  
Safety check according to EN 1176  
    
 Wymiary  
(dopuszczalne  niewielkie  różnice) 
Instalacja  
Wysokość  upadku ≤ 0.60 m   

 

 
Technical information 
 
Drewno   
Drewno wykorzystywane do produkcji 
zabawek Richter to Modrzew europejski ( 
larix decidua) pozyskiwany z austriackich 
lasów,  położonych  powyżej  1000m  n.p.m   
Przy selekcji drewna do produkcji bierze 
się  pod  uwagę  aż  8  kryteriów.   
 
Sklejka  
Kaczka kurczak I mysz zawierają  
elementy wykonane z wodoodpornej 
sklejki  o  grubości 30 mm 
 
Corocord®rope  
Użyto lin “Hercules  type“Coro-cord®,  
wykonanych z 6 splecionych linek 
zabezpieczonych poliamidowym 
rękawem  w  kolorach  tęczy 
 
Nacięcie  – Zapobieganie nadmiernemu 
pękaniu  
(dotyczy 4.24190 oraz 4.24210)  
Urządzenia,  które  są  wykonane  z  pełnych  
pni,  posiadają  w  dolnej  części  nacięcie  o  
szerokości  ok  5  mm.  Nacięcie  wykonuje  
się  od  zewnętrznej  strony  pnia  aż  do  
rdzenia,  tak  aby  „uwolnić”  wszystkie  słoje.  
Dzięki  temu  zabiegowi  słoje  drewna  mogą  
się  swobodnie  naprężać  i  rozciągać  pod  
wpływem  czynników  atmosferycznych  i  
wilgoci. 
Kolor  
Do  pomalowania  urządzeń  wykorzystano  
farby akrylowe. Malowanie wykonano w 
sposób  eksponujący  naturalną  strukturę 
drewna 
wszystkie  mechaniczne  części  
urządzenia  wykonano  ze  stali  
nierdzewnej 
foundation timbers of oak wood 
  
Order No. 4.24240 Duck Family 
Order No. 4.24260 Chicken Family  
Długość  całkowita 3.75 m 
Matka Szerokość 0.35 m 
 

Wysokość  
siedzenia 0.40 m 

waga  135 kg 
Order No. 4.24250 Dancing Mice 
overall length 4.35 m 
mother length 0.60 m 
 width 0.30 m 
 sitting height 0.35 m 
weight  130 kg 
Części  składowe  
Produkt Nr 4.24240 Duck Family 
Produkt Nr 4.24260 Chicken Family  
1 figurka matki kurki lub kaczuszki z 
mechanizmem umożliwającym  bujanie   
5 piskląt połączonych  liną Corocord®    
1 prefabrykowany fundament  
2 drewniane element mocujące  do  gruntu  
Produkt No. 4.24250 Dancing Mice  
1 figurka matki myszki z mechanizmem 
umożliwającym  bujanie   
3 myszki połączone liną Corocord®    
1 prefabrykowany fundament  
1 drewniany  element  mocujący  do  gruntu  
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Safety check according to EN 1176  
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Safety check according to EN 1176  
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Modrzew europejski

Urządzenie mysz zawiera 

Liny:

Nacięcia
Urządzenia wykonane z litego drewna, 
w dolnej części powinny zostać nacięte - 
grubość nacięcia 5mm
Nacięcie wykonane powinno zostać od 
zewnętrznej strony pnia aż do rdzenia. 
Umożliwi to swobodne naprężanie 
i rozciąganie drewna pod wpływem 
czynników atmosferycznych i wilgoci.

Fundamentowanie: 40x40x60cm-1szt.

Kolor
Urządzenia pomalować należy farbami 
akrylowaymi: duża mysz w kolorze RAL 
2002, małe myszy bezbarwnie. Malowanie 
należy wykonać tak, aby weksponowana 
została natualna struktura drewna.

Pozostałe
Pozostałe elementy, kotwienia, itd. należy 
wykonać ze stali nierdzewnej

Elementy składowe:
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Safety check according to EN 1176  
    
 Wymiary  
(dopuszczalne  niewielkie  różnice) 
Instalacja  
Wysokość  upadku ≤ 0.60 m   

 

 
Technical information 
 
Drewno   
Drewno wykorzystywane do produkcji 
zabawek Richter to Modrzew europejski ( 
larix decidua) pozyskiwany z austriackich 
lasów,  położonych  powyżej  1000m  n.p.m   
Przy selekcji drewna do produkcji bierze 
się  pod  uwagę  aż  8  kryteriów.   
 
Sklejka  
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Corocord®rope  
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Nacięcie  – Zapobieganie nadmiernemu 
pękaniu  
(dotyczy 4.24190 oraz 4.24210)  
Urządzenia,  które  są  wykonane  z  pełnych  
pni,  posiadają  w  dolnej  części  nacięcie  o  
szerokości  ok  5  mm.  Nacięcie  wykonuje  
się  od  zewnętrznej  strony  pnia  aż  do  
rdzenia,  tak  aby  „uwolnić”  wszystkie  słoje.  
Dzięki  temu  zabiegowi  słoje  drewna  mogą  
się  swobodnie  naprężać  i  rozciągać  pod  
wpływem  czynników  atmosferycznych  i  
wilgoci. 
Kolor  
Do  pomalowania  urządzeń  wykorzystano  
farby akrylowe. Malowanie wykonano w 
sposób  eksponujący  naturalną  strukturę 
drewna 
wszystkie  mechaniczne  części  
urządzenia  wykonano  ze  stali  
nierdzewnej 
foundation timbers of oak wood 
  
Order No. 4.24240 Duck Family 
Order No. 4.24260 Chicken Family  
Długość  całkowita 3.75 m 
Matka Szerokość 0.35 m 
 

Wysokość  
siedzenia 0.40 m 

waga  135 kg 
Order No. 4.24250 Dancing Mice 
overall length 4.35 m 
mother length 0.60 m 
 width 0.30 m 
 sitting height 0.35 m 
weight  130 kg 
Części  składowe  
Produkt Nr 4.24240 Duck Family 
Produkt Nr 4.24260 Chicken Family  
1 figurka matki kurki lub kaczuszki z 
mechanizmem umożliwającym  bujanie   
5 piskląt połączonych  liną Corocord®    
1 prefabrykowany fundament  
2 drewniane element mocujące  do  gruntu  
Produkt No. 4.24250 Dancing Mice  
1 figurka matki myszki z mechanizmem 
umożliwającym  bujanie   
3 myszki połączone liną Corocord®    
1 prefabrykowany fundament  
1 drewniany  element  mocujący  do  gruntu  
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Wysokość upadku +/- 0,6m
Zgodność z normą EN 1176

zdjęcie poglądowe



PARK MIEJSKI W SANDOMIERZU 
| PLAC ZABAW 1-3 LAT

BUJAK
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Technical information

core-free
sawn timbers made of mountain larch,
selected according to eight quality 
criteria, thus decreasing the occurrences 
of cracking

larch plywood
seating area made of three-layer 
waterproof plywood of larch, 30 mm

see-saw mechanism with rubber buffers

grips of stainless steel

support frame hot-dip galvanised,
maintenance-free

Dimensions
(small deviations possible)

height  0.55 m
max. rocking 
height  0.80 m
length  1.55 m
width  0.30 m
weight  85 kg

Components

1  Small See-Saw complete with support 
frame

Installation information

Surfacing requirements
corresponding to a fall height of  1.00 m 

(please refer to price list for more 
detailed information)

Foundations
1 item 50 x 80 x 50 cm
excavation depth 70 cm

Attention!
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Subject to technical changes!

6.11700
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Safety check according to EN 1176

scale 1:50
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Materiały:
Drewno lite, z modrzewia europejskiego
zabezpieczone nacięciami przed pękaniem

Siedziska: trójwarstwowa sklejka, 
wodoodporna, 30mm, lakierowana 
bezbarwnie

Mechanizmy: stal nierdzewna
Rama: stal cynkowana ogniowo

Elementy amortyzujące: guma

Wymiary:

wysokość: 0,55m
długość: 1,55m
szerokość 0,3m
waga: 85kg

Fundamenty: 50x80x50cm

Strefa bezp. +/- 1m

Zgodność z normą EN1176

zdj. referencyjne
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Technical information

equipment of non-impregnated 
mountain larch 

de-barked timber
animal body and trap de-barked
 

core-free timber
round timbers core-free, by that 
formation of cracks can be reduced, 
milled

claddings
thickness 4 - 5 cm, de-barked 
by hand

plywood
head of plywood board 30 mm, 
waterproof

ground anchor
all parts used for anchoring to the 
ground made of hot-dip galvanised 
steel
chains
short-link chain, 6 mm, welded before 
hot-dip galvanisation (stainless steel 
chain available on request)

relief cut
parts which are not core-free have a 
kerf sawn at a suitable section of the 
trunk to pre-empt cracks that would 
form naturally or a bore hole as relief

dimensions
(small deviations possible)

Order No. 4.24135 4.24145 
height  0.95 m 0.95 m
seat height 0.55 m 0.55 m
length  0.70 m 1.65 m
width   0.40 m 0.60 m
weight  30 kg 70 kg

Components

Order No. 4.24135 Pony
1 pony
4 foundation irons

Order No. 4.24145 Pony and Trap
1 pony
1 trap
5 foundation irons

Installation information

Surfacing requirements
corresponding to a fall height of  0.60 m
(please refer to price list for more
detailed information)

Foundations
(only necessary in order to immobilise
the equipment)
Order No. 4.24135
1 item 50 x 70 x 30 cm
excavation depth 50 cm
Order No. 4.24145 
3 items 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Technical changes reserved.
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scale 1:50

Safety check according to EN 1176

4.241454.24135
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Materiał:
Korpus konia: lite drewno modrzewia 
europejskiego - fragmenty okorowanych 
bali. 
Aby ochronić drewno przed pękaniem, 
powinny zostać wykonane nacięcia od 
zewnętrznej strony pnia aż do rdzenia. 
Umożliwi to swobodne naprężanie 
i rozciąganie drewna pod wpływem 
czynników atmosferycznych i wilgoci. 

Głowa: sklejka trójwarstwowa, gr. 30mm, 
wodoodporna

Elementy kotwiące: stal cynkowana 
ogniowo

Ogon: liny w kolorze naturalnym

Wymiary: 

wys. 0,95m
szer. siedziska: 0,55m
długość: 0,7m
szerokość: 0,4m
waga: 30kg

Fundamentowanie: 
30x30x40cm - 4szt.

Zgodność z normą EN1176
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KOŃ

Materiał:
Korpus konia: lite drewno modrzewia 
europejskiego - fragmenty okorowanych 
bali. 
Aby ochronić drewno przed pękaniem, 
powinny zostać wykonane nacięcia od 
zewnętrznej strony pnia aż do rdzenia. 
Umożliwi to swobodne naprężanie 
i rozciąganie drewna pod wpływem 
czynników atmosferycznych i wilgoci. 

Głowa: sklejka trójwarstwowa, gr. 30mm, 
wodoodporna

Elementy kotwiące: stal cynkowana 
ogniowo

Ogon: liny w kolorze naturalnym

Wymiary: 

wys. 1,15m
długość: 0,95m
szerokość: 0,3m
waga: 35kg

Fundamentowanie: 
30x30x40cm - 4szt.

Zgodność z normą EN1176

Horse
„Peter“ Horse-cart

4.24140 4.24130 

Play value
Children, above all girls, love horses. 
More than any other toy animal it 
is cared for, groomed and included 
into role play. The cart encourages 
communication.

Fundamental characteristics
-  child proportions according to 

ergonomic requirements
-  natural wooden surface which appeals 

to the senses
-  incentive for playing: animal, cart, tail, 

rein
- movement: climbing, riding

Suitable
-  for older than, but also suitable for 

children under 3 years
-  for public playgrounds 

nurseries 
playgrounds situated near houses 
children‘s homes 
therapy institutions for children 
camp sites
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4.24140 4.24130 

Technical information

equipment of non-impregnated 
mountain larch 

de-barked
horse body and cart de-barked

core-free
round timbers core-free, by that forma-
tion of cracks can be reduced, milled

claddings
thickness 4 - 5 cm, de-barked by hand

plywood
head of three-layer waterproof 
plywood 30 mm

chains 
short-link chain, 6 mm, welded before 
hot-dip galvanisation (stainless steel 
chains available on request)

ground anchor
all parts used for anchoring to the 
ground made of hot-dip galvanised 
steel
relief cut
parts which are not core-free have a 
kerf sawn at a suitable section of the 
trunk to pre-empt cracks that would 
form naturally or a bore hole as relief

Dimensions
(small deviations possible)

Order No. 4.24130 4.24140
height  1.15 m 1.15 m 
length  0.95 m  2.10 m
width  0.30 m 0.70 m
weight  35 kg 110 kg

Components

Order No. 4.24130 Horse
1 horse
4 foundations irons

Order No. 4.24140 „Peter“ Horse-cart
1 horse 
1 cart
5 foundation irons

Installation information

Surfacing requirements 
corresponding to a fall height of  1.00 m
(please refer to price list for more
detailed information)

Foundations
(only necessary to immobilise the
equipment)
Order No. 4.24130
2 items 30 x 60 x 30 cm
excavation depth 50 cm
Order No. 4.24140
2 items 30 x 60 x 30 cm
excavation depth 50 cm
1 item 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Technical changes reserved.
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Safety check according to EN 1176

scale 1:50
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Skala 1:50 Zdj. poglądowe



PARK MIEJSKI W SANDOMIERZU 
| PLAC ZABAW >3 LAT

HUŚTAWKA WAGOWA
Klasyczna huśtawka równoważna
Materiał: stal ocynkowana ogniowo

Fundamentowanie: 40x40x40cm - 1szt.

Dostosowane do użytku przez osoby 
niepełnosprawne

Zgodność z normą EN1176

Skala 1:10
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ZESTAW WSPINACZKOWY

wys. siatki

Materiały:

Drewno: bale drewniane z robini, śred. 
15-21 cm, wygładzadzane procesem 
piaskowania
Słupy konstrukcyjne należy naciąć
od zewnętrznej strony pnia aż do rdzenia. 
Umożliwi to swobodne naprężanie 
i rozciąganie drewna pod wpływem 
czynników atmosferycznych i wilgoci

Sklejka: trójwarstwowa sklejka, 
wodoodporna, 30mm, lakierowana 
bezbarwnie

Liny: 

bezpieczne liny stalowe, śred. 19-22mm 
sześciosplotowy drut stalowy w oplotach 
poliamidowych, kolor czerwony

sprzączki: podwójne sprzączki o 
wyoblonych krawędziach 

klamry: s-kształtne do wiązań lin - stal 
nierdzewna, śred. 8mm

Elementy urządzenia: 

7 słupów
10 poprzeczek
3 siatki
zjeźdzalnia ze stali nierdzewnej, wys.1,5m, 
szer. 1,5m

Fundamentowanie: 
słupy: 80x80x60cm - szt. 7
zjeżdzalnia: 30x30x30 - szt. 2

Zgodność z normą EN1176

Climbing Structure 10

6.51010

Play value
Climbing Structures made from hand-
processed irregular round logs, can 
be integrated into a strongly nature-
oriented environment due to their formal 
expressive character. Many children 
can play within a small space; Climbing 
Structures can even absorb the arrival of 
a large number of children who wish to 
play on it and incorporate all of them 
within a flowing play rhythm. Climbing 
Structures do not only allow for climbing, 
experiencing height, and for having a 
sensual experience with hands and feet, 
but they can also be used as a nice seat 
for relaxing and observing.

Fundamental characteristics
- natural, strong posts
-  no pre-determined play procedures, 

also able to be used in stages, 
individual mastering

-  incentive for playing: strong, 
challenging construction

-  movement: climbing, balancing, doing 
exercise, sliding

Suitable
- for children from 6 years and young
 people
- for schools
 youth centres
 sports grounds
 leisure areas
 parks
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6.51010

Technical information

posts of robinia, Ø 15 - 21 cm, splinter 
free and sanded smooth

angle cut
vertical support posts with angle cut in 
the end grain section as constructive 
wood preservation

Corocord® rope
special ropes of “Hercules type“
six-strand Corocord® rope of the 
special “Hercules type“, abrasion 
protected through heating of the six 
steel strands and melting the polyamide 
sleeve onto them, standard colour 
natural

aluminium swages
double-conical aluminium swages 
with rounded-off ends

S-clamps
rounded Corocord® S-clamps made 
of stainless steel, Ø 8 mm

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

adjustable
no projecting threads after re-tighte-
ning due to two-piece bolt connection
and therefore easy to maintain

distance fitting
to avoid entrapment of cords

total construction of the slide made of 
stainless steel, thickness of slide metal: 
3 mm, slide walls glass bead blasted

starting element of the slide
enlarged entry area for a safe crossing 
from climbing to sliding

height of net

scale 1:200
dimensions in cm

Components

7 stand posts
10 connecting tie beams
3 nets
fittings
stainless steel slide, attachment 
height 1.50 m, width 1.50 m

Dimensions
(small deviations possible)

length 11.15 m
width   6.80 m

Required space
14.20 x 10.10 m

Installation information

Surfacing requirements
corresponding to a fall height of  3.00 m
(please refer to price list for more 
detailed information)

Foundations
7 items 80 x 80 x 60 cm
excavation depth 80 cm
Stainless Steel Slide
2 items 30 x 30 x 30 cm
excavation depth 70 cm

Note
The climbing structure is an individu-
al construction which is only partly 
pre-assembled in our workshop. 
Therefore, the installation needs 
to be carried out by an installation 
company authorised by us.
Technical changes reserved.
Equipment also available made of 
larch with steel feet.

Safety check according to EN 1176 and „safety in another way“

Climbing Structure 10
Order No. 6.51010

Height details in meters
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ZAMEK

Tower Combination 54
Order No. 2.54000

Components  Order No.

2 Square Towers mit roof 3.20600
1 Climbing Ladder  3.69410  
 with beam
1 Swing Rope with beam 3.69450
1 Support Frame for bridge 3.66350
1 Bridge 2 m  3.66420
 with chain handrail
1 End Frame with ladder 3.66387
2 Fastening Frames  3.66240
 for chain Path
1 Chain Path 3 m  3.66260
 with safety board 
1 Square Tower  3.20500

Required space including safety distance
11.60 x 12.75 m

scale 1:100

1 Support Frame  3.66005
 for suspension bridge
1 Support Frame  3.66045
 for suspension bridge
1 Suspension Bridge 3 m 3.66090
 with chain handrails
1 Climbing Trunk   3.69510
 with chain handrail
1 Inclined Balancing Beam 3.68300
 with chain handrail
1 Stainless Steel Slide 3.63420
 attachment height 2.00 m
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ZAMEK

Materiały:

Drewno: lite, z modrzewia europejskiego
Aby ochronić drewno przed pękaniem, 
powinny zostać wykonane nacięcia od 
zewnętrznej strony pnia aż do rdzenia. 
Umożliwi to swobodne naprężanie 
i rozciąganie drewna pod wpływem 
czynników atmosferycznych i wilgoci

Sklejka: trójwarstwowa sklejka, 
wodoodporna, 30mm, lakierowana 
bezbarwnie

Łańcuchy ze stali nierdzewnej 

Liny: bezpieczne liny stalowe, śred. 19-
22mm, sześciosplotowy drut stalowy w 
oplocie poliamidowym, kolor czerwony

sprzączki: podwójne sprzączki o 
wyoblonych krawędziach 

klamry: s-kształtne do wiązań lin - stal 
nierdzewna, śred. 8mm

Mechanizmy: stal cynkowana ogniowo
łożyska: mosiądź
Elementy amortyzujące: guma

Elementy urządzenia: 
2 wieże, typ 2 - z dachem
1 wieża, typ 1 - bez dachu
1 drabina z drążkiem
1 lina do wspinaczki
1 most, dł. 2m, poręcze z łańcuchów
1 most, dł. 3m. poręcze z łańcuchów
1 rama podtrzymująca ww. most
1 rama podtrzymująca ww. most 
1 rama z drabiną
1 ścieżka łańcuchowa, dł. 3m
1 belka do wspinaczki
1 belka do balansowania z poręczą z 
łańcuchów
1 zjeżdzalnia ze stali nierdzewnej 

Zgodność z normą EN1176

zdj. poglądowe

zdj. poglądowe
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Materiały:

Elewacja: jodła, impregnowana 
ciśnieniowo (DIN 68800-3), klasa 4, gr. 
desek 3-5cm
Konstrukcja: drewno modrzewiowe
tarcica bezrdzeniowa 
Szczeble drabiny: drewno liściaste, 
frezowane, łączenie na czopy, śred.42mm

Wszystkie mocowania - stal cynkowana 
ogniowo

Wieża, typ 1

Elementy składowe: 
2 podłogi, 1 drabina
1 ławka, 1 przejście

Wymiary: 
wys.: 2,3m
wys. podłogi: 0,15m oraz 1,15m
szerokość: 1,5x1,5m
waga: 350kg

Fundamentowanie:
50x50x55cm - 4szt. 

Wieża, typ 2 - 2 szt.

Elementy składowe:
3 podłogi, 1 drabina
1 ławka, 1 przejście z poz.1 na poz. 2
1 dach

wys.: 3,7m
wys. podłogi: 0,15m, 1m oraz 2m
szerokość: 1,4x1,4m
rzut dachy 1,65x1,65m
waga: 550kg

Fundamentowanie:
50x50x55cm - 4szt. 

Zgodność z normą EN1176

ZAMEK. WIEŻE

Towers for combination

Square Tower
Square Tower with Roof

3.20600

Order No. 3.20500 Square Tower

Play value
The claddings of the tower walls are 
de-barked by hand allowing them to 
retain the natural structure of the wood. 
This means you can still feel where the 
branches used to grow on the tree, and 
the grain remains visible. The natural 
surface is more important to us than 
the cost savings of using industrial 
production. The playrooms of our towers 
are also little individual play-house offers 
and their size matches that of a child's 
perception. By providing intermediate 
floors, cosy little rooms are created; some 
are fitted with a hatch. A bench in the 
bottom room is an inviting place to meet 
for a chat where children feel sheltered 
and protected. Climbing up to the next 
floor in the tower is also very exciting. 
The various combination elements such 
as slide, suspension bridge, chain path 
etc. make the tower especially appealing. 
To enhance the transparency, the side 
walls of the tower can be fitted with four 
lookout slits at an additional charge. 

Fundamental characteristics
- high-quality design
 very special appeal
 versatile opportunities for combination
 rooms for play inside
-  incentive for playing: experiencing 

height, cosy rooms
-  exercise activity: climbing, role-playing 

games

Suitable
- for children from 5 years of age
- for public playgrounds
 kindergartens
 children’s homes 

3.20500
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Components

Order No 3.20500
1 tower with:
 2 floors, 1 ladder
 1 bench in the lower room
 1 passageway
4 steel feet

Order No 3.20600
1 tower with:
 3 floors, 1 ladder
 1 bench in the lower room
 1 passageway from 1st to 2nd floor
1 roof
4 steel feet

Installation information

Surfacing requirements
Tower corresponding to
a fall height of  1.50 m
Tower with Roof corresponding to
a fall height of  2.00 m
(please refer to price list for more 
detailed information)

Foundations
4 items 50 x 50 x 55 cm
excavation depth 75 cm

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.
Equipment also available made 
of larch.
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scale 1:100

safety check according to EN 1176 

3.206003.20500

Technical information

cladding panels of spruce/fir, boiler 
pressure impregnated according to  
DIN 68800-3, use class 4, all other 
wooden parts made of non-
impregnated mountain larch 

core-free timber
sawn timbers core-free, thus 
decreasing occurrences of cracking

claddings
thickness 3 – 5 cm, de-barked by hand

hardwood rungs
climbing rungs of hardwood, milled 
and mortised, Ø 42 mm

ground anchor
all parts used for anchoring to the 
ground made of hot-dip galvanised 
steel

completely assembled construction

Dimensions
(small deviations possible)

Order No. 3.20500 Square Tower
height  2.30 m
floor heights 0.15 m
   1.50 m
footprint  1.40 x 1.40 m
weight  350 kg

Order No 3.20600
Square Tower with Roof
height  3.70 m
floor heights 0.15 m
   1.00 m
   2.00 m
footprint  1.40 x 1.40 m
with roof  1.65 m x 1.65 m
weight  550 kg

Order No. 3.20600 Square Tower with Roof

Order No. 3.20500 Square Tower
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Components

Order No 3.20500
1 tower with:
 2 floors, 1 ladder
 1 bench in the lower room
 1 passageway
4 steel feet

Order No 3.20600
1 tower with:
 3 floors, 1 ladder
 1 bench in the lower room
 1 passageway from 1st to 2nd floor
1 roof
4 steel feet

Installation information

Surfacing requirements
Tower corresponding to
a fall height of  1.50 m
Tower with Roof corresponding to
a fall height of  2.00 m
(please refer to price list for more 
detailed information)

Foundations
4 items 50 x 50 x 55 cm
excavation depth 75 cm

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.
Equipment also available made 
of larch.
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scale 1:100

safety check according to EN 1176 

3.206003.20500

Technical information

cladding panels of spruce/fir, boiler 
pressure impregnated according to  
DIN 68800-3, use class 4, all other 
wooden parts made of non-
impregnated mountain larch 

core-free timber
sawn timbers core-free, thus 
decreasing occurrences of cracking

claddings
thickness 3 – 5 cm, de-barked by hand

hardwood rungs
climbing rungs of hardwood, milled 
and mortised, Ø 42 mm

ground anchor
all parts used for anchoring to the 
ground made of hot-dip galvanised 
steel

completely assembled construction

Dimensions
(small deviations possible)

Order No. 3.20500 Square Tower
height  2.30 m
floor heights 0.15 m
   1.50 m
footprint  1.40 x 1.40 m
weight  350 kg

Order No 3.20600
Square Tower with Roof
height  3.70 m
floor heights 0.15 m
   1.00 m
   2.00 m
footprint  1.40 x 1.40 m
with roof  1.65 m x 1.65 m
weight  550 kg

Order No. 3.20600 Square Tower with Roof

Order No. 3.20500 Square Tower
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Wieża, typ 1 bez dachu

Wieża, typ 2 z dachem

skala 1:100
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ZAMEK. BELKA DO WSPINACZKI

ZAMEK. BELKA DO BALANSOWANIA

3

1A

43

3

1A
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Inclined Balancing Beam
Order No 3.68305
for attachment to Huts 1.50 m

3.68305

scale 1:100

safety check according to EN 1176 

3.69700

scale 1:100

Horizontal Bar
Order No 3.69700

Technical information

Order No 3.68305

equipment of non-impregnated  
mountain larch, stand post of oak
angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains 
short-link chains, 6 mm, welded before  
hot-dip galvanisation (stainless steel  
chain available on request)

Dimensions
(small deviations possible)
length  3.00 m
weight  80 kg

Components
1  inclined balancing beam with 
 chain handrail and stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69700
stand post of oak

angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
timbers core-free, thus decreasing  
occurrences of cracking 

horizontal bar of stainless steel

Dimensions
horizontal bar Ø 30 mm, height 1.14 m, 
glass bead blasted

Components
1 horizontal bar with stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69480
bent firemen's pole of stainless steel, 
glass bead blasted, Ø 42 mm

Components
1 bent fireman's pole
Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)

Foundations
1 item 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.
Balancing beam and horizontal bar 
also available with steel feet.

3.69480

Firemen's Pole
Order No 3.69480
for attachment to Huts 1.50 m

scale 1:100
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Inclined Balancing Beam
Order No 3.68305
for attachment to Huts 1.50 m

3.68305

scale 1:100

safety check according to EN 1176 

3.69700

scale 1:100

Horizontal Bar
Order No 3.69700

Technical information

Order No 3.68305

equipment of non-impregnated  
mountain larch, stand post of oak
angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains 
short-link chains, 6 mm, welded before  
hot-dip galvanisation (stainless steel  
chain available on request)

Dimensions
(small deviations possible)
length  3.00 m
weight  80 kg

Components
1  inclined balancing beam with 
 chain handrail and stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69700
stand post of oak

angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
timbers core-free, thus decreasing  
occurrences of cracking 

horizontal bar of stainless steel

Dimensions
horizontal bar Ø 30 mm, height 1.14 m, 
glass bead blasted

Components
1 horizontal bar with stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69480
bent firemen's pole of stainless steel, 
glass bead blasted, Ø 42 mm

Components
1 bent fireman's pole
Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)

Foundations
1 item 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.
Balancing beam and horizontal bar 
also available with steel feet.

3.69480

Firemen's Pole
Order No 3.69480
for attachment to Huts 1.50 m

scale 1:100
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Inclined Balancing Beam
Order No 3.68305
for attachment to Huts 1.50 m

3.68305

scale 1:100

safety check according to EN 1176 

3.69700

scale 1:100

Horizontal Bar
Order No 3.69700

Technical information

Order No 3.68305

equipment of non-impregnated  
mountain larch, stand post of oak
angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains 
short-link chains, 6 mm, welded before  
hot-dip galvanisation (stainless steel  
chain available on request)

Dimensions
(small deviations possible)
length  3.00 m
weight  80 kg

Components
1  inclined balancing beam with 
 chain handrail and stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69700
stand post of oak

angle cut
vertical stand post with angle cut in  
the end grain section as constructive  
wood preservation
core-free timber
timbers core-free, thus decreasing  
occurrences of cracking 

horizontal bar of stainless steel

Dimensions
horizontal bar Ø 30 mm, height 1.14 m, 
glass bead blasted

Components
1 horizontal bar with stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m
(please refer to price list for more detailed 
information)
Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Order No 3.69480
bent firemen's pole of stainless steel, 
glass bead blasted, Ø 42 mm

Components
1 bent fireman's pole
Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)

Foundations
1 item 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.
Balancing beam and horizontal bar 
also available with steel feet.

3.69480

Firemen's Pole
Order No 3.69480
for attachment to Huts 1.50 m

scale 1:100
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scale 1:100

safety check according to EN 1176 scale 1:100

3.69505

Technical information

Order No 3.69505

equipment made of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

Dimensions
(small deviations possible)

length  2.45 m
weight  40 kg

Components
1 climbing trunk

Installation information
Surfacing requirements 
corresponding to a fall height of  1.00 m
(please refer to price list for more detailed 
information)

Foundations
1 item 100 x 60 x 40 cm
excavation depth 60 cm

Order No 3.69515

climbing trunk of non-impregnated 
mountain larch, stand post of oak

angle cut
vertical stand post with angle cut in the 
end grain section as constructive wood 
preservation

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

chains 
short-link chains, 6 mm, welded before 
hot-dip galvanisation (stainless steel  
chain available on request)

distance fitting
to avoid entrapment of chords

Dimensions
(small deviations possible)

length  2.35 m
weight  80 kg

Climbing Trunk
Order No 3.69505
for attachment to Huts 1.00 m

Climbing Trunk
Order No 3.69515
for attachment to Huts 1.50 m

order No 3.69515

Components
1  climbing trunk with chain handrail and 

stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)

Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Attention:
Exact measurements may vary; for all 
installation dimensions refer to current 
assembly instructions.
Technical changes reserved.
Equipment also available with steel feet.
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scale 1:100

safety check according to EN 1176 scale 1:100

3.69505

Technical information

Order No 3.69505

equipment made of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

Dimensions
(small deviations possible)

length  2.45 m
weight  40 kg

Components
1 climbing trunk

Installation information
Surfacing requirements 
corresponding to a fall height of  1.00 m
(please refer to price list for more detailed 
information)

Foundations
1 item 100 x 60 x 40 cm
excavation depth 60 cm

Order No 3.69515

climbing trunk of non-impregnated 
mountain larch, stand post of oak

angle cut
vertical stand post with angle cut in the 
end grain section as constructive wood 
preservation

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

chains 
short-link chains, 6 mm, welded before 
hot-dip galvanisation (stainless steel  
chain available on request)

distance fitting
to avoid entrapment of chords

Dimensions
(small deviations possible)

length  2.35 m
weight  80 kg

Climbing Trunk
Order No 3.69505
for attachment to Huts 1.00 m

Climbing Trunk
Order No 3.69515
for attachment to Huts 1.50 m

order No 3.69515

Components
1  climbing trunk with chain handrail and 

stand post

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)

Foundations
1 item 60 x 60 x 50 cm
excavation depth 70 cm

Attention:
Exact measurements may vary; for all 
installation dimensions refer to current 
assembly instructions.
Technical changes reserved.
Equipment also available with steel feet.
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Skala 1:100

BELKA DO WSPINACZKI
Materiały:
Belka z drewna modrzewiowego
Słup z drewna dębowego

Tarcica bezrdzeniowa

Łańcuch, 6mm, spawane przed ocynkiem 
ogniowym

Wymiary: długość: 2,35m
Waga: 80kg

Fundamentowanie: 60x60x50cm

Zgodność z normą EN 1176

BELKA DO WSPINACZKI
Materiały:
Belka z drewna modrzewiowego
Słup z drewna dębowego

Tarcica bezrdzeniowa

Łańcuch, 6mm, spawane przed ocynkiem 
ogniowym

Wymiary: długość: 3m
Waga: 80kg

Fundamentowanie: 60x60x50cm

Zgodność z normą EN 1176

zdj. pogądowe

zdj. pogądowe



PARK MIEJSKI W SANDOMIERZU 
| PLAC ZABAW >3 LAT

ZAMEK. MOST TYP 3

ZAMEK. RAMA DO MOSTU TYPU 3 - 2 szt.
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Running Boards for Suspension Bridges with chain handrails
Order No.
3.66090 length 3 m
3.66100 length 4 m
3.66110 length 5 m

3.66090–3.661103.66033
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Technical information

wooden parts of non-impregnated 
mountain larch
core-free timber
sawn timbers core-free, thus decreasing 
the occurrences of cracking, individually 
fastened to carrying ropes

rope connection with joint
close fitting connection without 
dangerous openings; the bearing 
consists of one brass bush
concealed head
large surface for pressure distribution,
prevents water from getting inside, 
protects the bolt head
adjustable
easy to maintain, no projecting threads 
after re-tightening due to two-piece 
bolt connection
brass bush
for all to and fro movements we use 
bush bearings which allow for self-
lubrication while in use and are easy to 
exchange if required
chains
short-link handrail chains, 6 mm,  
of stainless steel

carrying rope Ø 18 mm of “Hercules 
type” with steel core, suspended on 
drop-forged joints

Order No. 3.66033
End frame with Ladder

angle cut
vertical stand posts with angle cut in 
the end grain section as constructive 
wood preservation 
core-free timber
sawn timbers core-free, thus de-
creasing the occurrences of cracking

hardwood rungs
climbing rungs of hardwood, milled  
and mortised, Ø 42 mm
plywood
starting board made of three-layer 
waterproof plywood made of  
mountain larch, 30 mm

ground anchor
all parts used for anchoring made of 
hot-dip galvanised steel

Dimensions
(small deviations possible)
walkway length 2.70/3.70/4.60 m
walkway width 0.70 m
running boards 75 x 75 mm
weight 50/80/95 kg
end frame 100 kg

Components
Order No. 3.66033
1  end frame made of square timber 

with steel feet and ladder for huts
Order No. 3.66090/3.66100/3.66110
1 walkway (running boards) with chain  
 handrails and distance battens
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Order No. 3.66033
End Frame with Ladder scale 1:100

Installation information

Surfacing requirements
depends on the installation conditions
(please refer to price list for more detailed 
information)

Foundations
Order No. 3.66033 End Frame 
1 item 125 x 120 x 60 cm
excavation depth 80 cm

Attention:
Exact measurements may vary; for all 
installation dimensions refer to current 
assembly instructions.
Technical changes reserved.

* Depending on 
the height of 
installation, the 
safety distances 
will increase from a 
minimum of 1.50 m 
up to 1.85 m.

safety check according to EN 1176 
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safety check according to EN 1176 

SUPPORT FRAMES
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Technical information

all support frames of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

plywood
starting board of three-layer  
waterproof plywood of mountain  
larch, 30 mm

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

metal braces hot-dip galvanised,  
Ø 83 mm

Components

1 frame each with metal brace

Installation information

Surfacing requirements
corresponding to a fall height deter-
mined by installation height (please 
refer to price list for more detailed 
information)

Foundations
1 item 60 x 60 x 40 cm
excavation depth 60 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

for Rope Bridges
Order No 3.66550 ff.

Order No 3.66057

Order No 3.66647

scale 1:100

scale 1:100

3.66057/3.66647

for Suspension Bridges
Order No 3.66090 ff.

Order No 3.66055

Order No 3.66645

installation 
height 1.00 m

installation 
height 1.50 m

3.66055/3.66645

installation 
height 1.00 m

installation 
height 1.50 m
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safety check according to EN 1176 

SUPPORT FRAMES
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Technical information

all support frames of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

plywood
starting board of three-layer  
waterproof plywood of mountain  
larch, 30 mm

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

metal braces hot-dip galvanised,  
Ø 83 mm

Components

1 frame each with metal brace

Installation information

Surfacing requirements
corresponding to a fall height deter-
mined by installation height (please 
refer to price list for more detailed 
information)

Foundations
1 item 60 x 60 x 40 cm
excavation depth 60 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

for Rope Bridges
Order No 3.66550 ff.

Order No 3.66057

Order No 3.66647

scale 1:100

scale 1:100

3.66057/3.66647

for Suspension Bridges
Order No 3.66090 ff.

Order No 3.66055

Order No 3.66645

installation 
height 1.00 m

installation 
height 1.50 m

3.66055/3.66645

installation 
height 1.00 m

installation 
height 1.50 m
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safety check according to EN 1176 

SUPPORT FRAMES
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Technical information

all support frames of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

plywood
starting board of three-layer  
waterproof plywood of mountain  
larch, 30 mm

concealed head
large surface for pressure distribution, 
prevents water from getting inside, 
protects the bolt head

metal braces hot-dip galvanised,  
Ø 83 mm

Components

1 frame each with metal brace

Installation information

Surfacing requirements
corresponding to a fall height deter-
mined by installation height (please 
refer to price list for more detailed 
information)

Foundations
1 item 60 x 60 x 40 cm
excavation depth 60 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

for Rope Bridges
Order No 3.66550 ff.

Order No 3.66057

Order No 3.66647

scale 1:100

scale 1:100

3.66057/3.66647

for Suspension Bridges
Order No 3.66090 ff.

Order No 3.66055

Order No 3.66645

installation 
height 1.00 m

installation 
height 1.50 m

3.66055/3.66645

installation 
height 1.00 m

installation 
height 1.50 m
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Skala 1:100

BELKA DO WSPINACZKI
Materiały:
Belka z drewna modrzewiowego
Tarcica bezrdzeniowa

Łożyska z mosiężnymi tulejami

Łańcuchy ze stali nierdzewnej, 6mm

Liny: śred. 18mm, , sześciosplotowy drut 
stalowy w oplocie poliamidowym, wzmocnione 
rdzeniem ze stali, kolor czerwony

Zgodność z normą EN 1176

BELKA DO WSPINACZKI
Materiały:
Belka z drewna modrzewiowego
Tarcica bezrdzeniowa
Sklejka: trójwarstwowa, wodoodporna sklejka 
modrzewiowa, gr. 30mm

Kostrukcja mocująca: stal cynkowana ogniowo
śred. 83mm

Fundamentowanie: 
60x60x40cm

Zgodność z normą EN 1176
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Running Boards for Suspension Bridges with chain handrails
Order No.
3.66090 length 3 m
3.66100 length 4 m
3.66110 length 5 m

3.66090–3.661103.66033
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Technical information

wooden parts of non-impregnated 
mountain larch
core-free timber
sawn timbers core-free, thus decreasing 
the occurrences of cracking, individually 
fastened to carrying ropes

rope connection with joint
close fitting connection without 
dangerous openings; the bearing 
consists of one brass bush
concealed head
large surface for pressure distribution,
prevents water from getting inside, 
protects the bolt head
adjustable
easy to maintain, no projecting threads 
after re-tightening due to two-piece 
bolt connection
brass bush
for all to and fro movements we use 
bush bearings which allow for self-
lubrication while in use and are easy to 
exchange if required
chains
short-link handrail chains, 6 mm,  
of stainless steel

carrying rope Ø 18 mm of “Hercules 
type” with steel core, suspended on 
drop-forged joints

Order No. 3.66033
End frame with Ladder

angle cut
vertical stand posts with angle cut in 
the end grain section as constructive 
wood preservation 
core-free timber
sawn timbers core-free, thus de-
creasing the occurrences of cracking

hardwood rungs
climbing rungs of hardwood, milled  
and mortised, Ø 42 mm
plywood
starting board made of three-layer 
waterproof plywood made of  
mountain larch, 30 mm

ground anchor
all parts used for anchoring made of 
hot-dip galvanised steel

Dimensions
(small deviations possible)
walkway length 2.70/3.70/4.60 m
walkway width 0.70 m
running boards 75 x 75 mm
weight 50/80/95 kg
end frame 100 kg

Components
Order No. 3.66033
1  end frame made of square timber 

with steel feet and ladder for huts
Order No. 3.66090/3.66100/3.66110
1 walkway (running boards) with chain  
 handrails and distance battens
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Order No. 3.66033
End Frame with Ladder scale 1:100

Installation information

Surfacing requirements
depends on the installation conditions
(please refer to price list for more detailed 
information)

Foundations
Order No. 3.66033 End Frame 
1 item 125 x 120 x 60 cm
excavation depth 80 cm

Attention:
Exact measurements may vary; for all 
installation dimensions refer to current 
assembly instructions.
Technical changes reserved.

* Depending on 
the height of 
installation, the 
safety distances 
will increase from a 
minimum of 1.50 m 
up to 1.85 m.

safety check according to EN 1176 
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Running Board Timbers for Chain Path with safety board
Order No. 3.66260 length 3 m
Order No. 3.66270 length 4 m
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scale 1:100

* Depending on 
the height of 
installation, the 
safety distances 
will increase from a 
minimum of 1.50 m 
up to 1.85 m.

safety check according to EN 1176 

Order No. 3.66230
End Frame for Inclined
Chain Path

Technical information

equipment of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains
suspended on short-link chains
6 mm, welded before hot-dip 
galvanisation (stainless steel chains 
available on request)

Order No. 3.66220
End Frame with Ladder
de-barked
de-barked posts, Ø 16/18 cm,
of spruce/fir, boiler pressure impregnated 
according to DIN 68800-3, use class 4 

angle cut
vertical stand posts with angle cut in the 
end grain section as constructive wood 
preservation
perforated
The earth/air zone of the wood is 
perforated by small bore holes to ensure 
that the impregnating agent penetrates 
this particularly endangered zone
hardwood rungs
climbing rungs of hardwood, milled and 
mortised, Ø 42 mm

Order No. 3.66230 
End Frame for Inclined Chain Path

stand posts of oak heartwood, cross 
beams and ladder beams of non-
impregnated mountain larch 
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

Dimensions
(small deviations possible)
handrail length 3.00/4.00 m
width 0.95 m
running boards Ø 80 mm  
weight 120/160 kg
end frame
with ladder 100 kg
end frame for
inclined chain path 70 kg

Installation information
Surfacing requirements
corresponding to a fall height 
determined by the installation conditions 
(please refer to price list for more 
detailed information)

Foundations
Order No. 3.66220 
End Frame with Ladder
2 items 60 x 60 x 60 cm
1 item 60 x 30 x 30 cm
excavation depth 50 cm
Order No. 3.66230
End Frame for Inclined Chain Path
2 items 60 x 60 x 50 cm
excavation depth 70 cm

Components

Order No. 3.66260/3.66270
2  handrails with running board timbers 

and chains
1 safety board
Order No. 3.66263/3.66273 
2  handrails with running board timbers 

and chains
Order No. 3.66220
1 end frame with ladder
Order No. 3.66230
1 end frame for inclined chain path

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.
End frames also available with steel 
feet or made of larch with steel feet. 3.66263 - 3.662733.66260 - 3.662703.662303.66220

Order No. 3.66220
End Frame with Ladder

R I C H T E R S P I E L G E R Ä T E G M B H · D - 8 3 1 1 2 F R A S D O R F · P H O N E + 4 9 - 8 0 5 2 / 1 7 9 8 0 · F A X 4 1 8 0

47

3

43

1

1A

2

8

3

Running Board Timbers for Chain Path with safety board
Order No. 3.66260 length 3 m
Order No. 3.66270 length 4 m
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scale 1:100

* Depending on 
the height of 
installation, the 
safety distances 
will increase from a 
minimum of 1.50 m 
up to 1.85 m.

safety check according to EN 1176 

Order No. 3.66230
End Frame for Inclined
Chain Path

Technical information

equipment of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains
suspended on short-link chains
6 mm, welded before hot-dip 
galvanisation (stainless steel chains 
available on request)

Order No. 3.66220
End Frame with Ladder
de-barked
de-barked posts, Ø 16/18 cm,
of spruce/fir, boiler pressure impregnated 
according to DIN 68800-3, use class 4 

angle cut
vertical stand posts with angle cut in the 
end grain section as constructive wood 
preservation
perforated
The earth/air zone of the wood is 
perforated by small bore holes to ensure 
that the impregnating agent penetrates 
this particularly endangered zone
hardwood rungs
climbing rungs of hardwood, milled and 
mortised, Ø 42 mm

Order No. 3.66230 
End Frame for Inclined Chain Path

stand posts of oak heartwood, cross 
beams and ladder beams of non-
impregnated mountain larch 
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

Dimensions
(small deviations possible)
handrail length 3.00/4.00 m
width 0.95 m
running boards Ø 80 mm  
weight 120/160 kg
end frame
with ladder 100 kg
end frame for
inclined chain path 70 kg

Installation information
Surfacing requirements
corresponding to a fall height 
determined by the installation conditions 
(please refer to price list for more 
detailed information)

Foundations
Order No. 3.66220 
End Frame with Ladder
2 items 60 x 60 x 60 cm
1 item 60 x 30 x 30 cm
excavation depth 50 cm
Order No. 3.66230
End Frame for Inclined Chain Path
2 items 60 x 60 x 50 cm
excavation depth 70 cm

Components

Order No. 3.66260/3.66270
2  handrails with running board timbers 

and chains
1 safety board
Order No. 3.66263/3.66273 
2  handrails with running board timbers 

and chains
Order No. 3.66220
1 end frame with ladder
Order No. 3.66230
1 end frame for inclined chain path

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.
End frames also available with steel 
feet or made of larch with steel feet. 3.66263 - 3.662733.66260 - 3.662703.662303.66220

Order No. 3.66220
End Frame with Ladder
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Running Board Timbers for Chain Path with safety board
Order No. 3.66260 length 3 m
Order No. 3.66270 length 4 m

D
es

ig
n

 a
n

d
 C

o
p

yr
ig

h
t 

   
   

 ©
 R

ic
h

te
r 

Sp
ie

lg
er

ät
e 

G
m

b
H

   
   

   
  1

0/
15

Pl
ea

se
 r

ef
er

 t
o

 t
h

e 
p

ri
ce

 li
st

 f
o

r 
a 

m
o

re
 d

et
ai

le
d

ex
p

la
n

at
io

n
 o

f 
th

e 
q

u
al

it
y 

ch
ar

ac
te

ri
st

ic
s.

scale 1:100

* Depending on 
the height of 
installation, the 
safety distances 
will increase from a 
minimum of 1.50 m 
up to 1.85 m.

safety check according to EN 1176 

Order No. 3.66230
End Frame for Inclined
Chain Path

Technical information

equipment of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking 

chains
suspended on short-link chains
6 mm, welded before hot-dip 
galvanisation (stainless steel chains 
available on request)

Order No. 3.66220
End Frame with Ladder
de-barked
de-barked posts, Ø 16/18 cm,
of spruce/fir, boiler pressure impregnated 
according to DIN 68800-3, use class 4 

angle cut
vertical stand posts with angle cut in the 
end grain section as constructive wood 
preservation
perforated
The earth/air zone of the wood is 
perforated by small bore holes to ensure 
that the impregnating agent penetrates 
this particularly endangered zone
hardwood rungs
climbing rungs of hardwood, milled and 
mortised, Ø 42 mm

Order No. 3.66230 
End Frame for Inclined Chain Path

stand posts of oak heartwood, cross 
beams and ladder beams of non-
impregnated mountain larch 
core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

Dimensions
(small deviations possible)
handrail length 3.00/4.00 m
width 0.95 m
running boards Ø 80 mm  
weight 120/160 kg
end frame
with ladder 100 kg
end frame for
inclined chain path 70 kg

Installation information
Surfacing requirements
corresponding to a fall height 
determined by the installation conditions 
(please refer to price list for more 
detailed information)

Foundations
Order No. 3.66220 
End Frame with Ladder
2 items 60 x 60 x 60 cm
1 item 60 x 30 x 30 cm
excavation depth 50 cm
Order No. 3.66230
End Frame for Inclined Chain Path
2 items 60 x 60 x 50 cm
excavation depth 70 cm

Components

Order No. 3.66260/3.66270
2  handrails with running board timbers 

and chains
1 safety board
Order No. 3.66263/3.66273 
2  handrails with running board timbers 

and chains
Order No. 3.66220
1 end frame with ladder
Order No. 3.66230
1 end frame for inclined chain path

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.
End frames also available with steel 
feet or made of larch with steel feet. 3.66263 - 3.662733.66260 - 3.662703.662303.66220

Order No. 3.66220
End Frame with Ladder
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ZAMEK. ŚCIEZKA ŁAŃCUCHOWA
ŚCIEŻKA
Materiały:
drewno modrzewiowe
Tarcica bezrdzeniowa

Łańcuch, 6mm, spawane przed ocynkiem 
ogniowym

Wymiary: długość: 3m
wys. 1,05m
szerokość: 0,95m

RAMA Z DRABINĄ
Materiały:
Słupy: śred. 16-18cm, drewno jodłowe, 
impregnowane ciśnieniowo
Miejsce styku drewna z ziemią - wzmocniona 
impregnacja, poprzez wykonanie perforacji 
ułatwiających penetrację drewna przez 
impregnat

Szczeble drabiny: śred. 0,42cm, drewno 
jodłowe, frezowane, łączenia na czop

Fundamentowanie: 
60x60x60cm - 1 szt.
60x30x30cm - 2 szt.

Zgodność z normą EN 1176

Skala 1:100

Ścieżka łańcuchowa

Rama
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3.694503.69410

scale 1:100

safety check according to EN 1176 

scale 1:100

Climbing Ladder w. Beam
Order No 3.69410
for attachment to Tower  
with Roof

Swing Rope with Beam
Order No 3.69450
for attachment to Tower  
with Roof

Technical information

Order No. 3.69410/3.69450/3.69460

core-free timber
cross beams of non-impregnated  
mountain larch, core-free, thus 
decreasing occurrences of cracking

Corocord® rope
special ropes of “Hercules type“
six-strand Corocord® rope of the  
special “Hercules type“, abrasion- 
protected through heating of the six steel 
strands and melting the polyamide sleeve 
onto them, standard colour rainbow

firemen's pole Ø 42 mm, of stainless steel, 
glass bead blasted

Dimensions
(small deviations possible)

installation height of cross beam 3.10 m

Components
1 cross beam with combination element

Installation information
Surfacing requirements 
corresponding to a fall height of  2.00 m 
(please refer to price list for more detailed 
information)

Foundations
Order No 3.69410
Order No 3.69460
1 item 30 x 30 x 30 cm
excavation depth 50 cm
Order No. 3.69450 without foundation

Order No. 3.67504/367502

plywood
three-layer waterproof plywood made  
of mountain larch, 30 mm

professional climbing grips made of a 
mixture of sand/synthetic resin with 
100% safe anti-rotation system against 
unintended twisting of the grips

Dimensions
(small deviations possible)
Order No 3.67504 3.67502
height  2.30 m 2.00 m
width  1.10 m 1.10 m

Components

Order No 3.67504
1 climbing wall, attached 
with 10 climbing grips
Order No 3.67502
1 climbing wall, attached 
with 8 climbing grips

Installation information
Surfacing requirements 
corresponding to a fall height of 
 3.00 m (please refer to price list for more 

detailed information)

Attention:
Exact measurements may vary;  
for all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.

Climbing Wall
Order No 3.67504
for attachment to Tower

Climbing Wall
Order No 3.67502
for attachment to Tower with Roof

Firemen's Pole with Beam
Order No 3.69460
for attachment to Tower with Roof

3.69460 3.67504/3.67502

scale 1:100

scale 1:100
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Sand Play Equipment
Order No 3.19100
for attachment to Huts 1.50 m

scale 1:100

scale 1:100

Climbing Wall
Order No 3.67503
for attachment to Huts 1.50 m

safety check according to EN 1176 

scale 1:100

Climbing Rope 
Order No 3.69430
for attachment to Platform Hut 1.50 m
with Roof

Technical information

Order No 3.19100
equipment of non-impregnated mountain 
larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

brass bush
for all to and fro movements we use 
sintered metal bearings which allow for 
self-lubrication while in use and are easy  
to exchange if required

sand container of textile-reinforced PAH-
free rubber belt, 8 mm thick

sand wheel hot-dip galvanised

Components
1 sand hoist with shovel
1 2-level sand chute with sand wheel

Installation information
Surfacing requirements 
Sand is required for correct functioning.

Order No 3.67503
climbing wall of non-impregnated 
mountain larch

core-free timber
sawn timbers core-free, thus decreasing 
occurrences of cracking

tongue and groove
climbing wall of 40 mm tongue and  
boarding

professional climbing grips made of a 
mixture of sand/synthetic resin with 
100% safe anti-rotation system against 
unintended twisting of the grips

Dimensions
(small deviations possible)
height  1.50 m
width  0.90 m
weight  50 kg

Components
1 attached climbing wall
5 climbing grips

Installation information
Surfacing requirements 
corresponding to a fall height of  1.50 m 
(please refer to price list for more detailed 
information)
Order No. 3.69430/3.69433
Corocord® rope
special ropes of “Hercules type“
climbing rope of 22 mm six-strand 
Corocord® rope of the special “Hercules 
type“, abrasion-protected through heating 
of the six steel strands and melting the 
polyamide sleeve onto them, standard 
colour rainbow
rope connection fixed
close fitting connection without  
dangerous openings, anchoring to the 
ground with chain

Dimensions
(small deviations possible)
Order No. 3.69430/3.69433
installation height  3.00/2.50 m
weight   5 kg

Order No. 3.69430/3.69433
Components
1  climbing rope with fitting for roof of 

platform hut

Installation information
Surfacing requirements 
corresponding to a fall height of
Order No. 3.69430  2.00 m
Order No. 3.69433  1.50 m
(please refer to price list for more 
detailed information)

Foundations
1 item 30 x 30 x 30 cm
excavation depth 50 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

3.19100 3.69430/3.694333.67503

Climbing Rope 
Order No 3.69433
for attachment to Platform Hut 1.00 m 
with Roof
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3.63020/3.63420

scale 1:100

safety check according to EN 1176 

Stainless Steel Slide
Order No 3.63020
for attachment to Tower 1.50 m

Stainless Steel Slide
Order No 3.63420
for attachment to Tower with Roof 2.00 m

Technical information

one-piece construction
total construction of slide of 2 mm
stainless steel, mould-profiled 
longitudinally, no welding seams along 
the slide surface, slide walls glass bead 
blasted

handrail tube Ø 42 mm

ground anchor of oak heartwood

Dimensions
(small deviations possible)

Order No 3.63020
sliding width 0.45 m
sliding length 2.85 m
weight  53 kg

Order No 3.63420
sliding width 0.45 m
sliding length 3.65 m
weight  69 kg

Components
1 slide with ground anchor

Installation information

Surfacing requirements 
corresponding to a fall height 
determined by installation 
height, otherwise depending on 
the installation situation (please 
refer to price list for more detailed 
information)

Foundations
excavation depth for ground anchor 
55 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

Note
The Slides shown on this page are 
examples from our standard slide 
range. 
For additional types of slides please 
refer to Movement > Sliding.

Note on installation
Avoid orientation of the slide to the 
south (heating up of material).

scale 1:100
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3.63020/3.63420

scale 1:100

safety check according to EN 1176 

Stainless Steel Slide
Order No 3.63020
for attachment to Tower 1.50 m

Stainless Steel Slide
Order No 3.63420
for attachment to Tower with Roof 2.00 m

Technical information

one-piece construction
total construction of slide of 2 mm
stainless steel, mould-profiled 
longitudinally, no welding seams along 
the slide surface, slide walls glass bead 
blasted

handrail tube Ø 42 mm

ground anchor of oak heartwood

Dimensions
(small deviations possible)

Order No 3.63020
sliding width 0.45 m
sliding length 2.85 m
weight  53 kg

Order No 3.63420
sliding width 0.45 m
sliding length 3.65 m
weight  69 kg

Components
1 slide with ground anchor

Installation information

Surfacing requirements 
corresponding to a fall height 
determined by installation 
height, otherwise depending on 
the installation situation (please 
refer to price list for more detailed 
information)

Foundations
excavation depth for ground anchor 
55 cm

Attention:
Exact measurements may vary;  
for all installation dimensions refer 
to current assembly instructions.
Technical changes reserved.

Note
The Slides shown on this page are 
examples from our standard slide 
range. 
For additional types of slides please 
refer to Movement > Sliding.

Note on installation
Avoid orientation of the slide to the 
south (heating up of material).

scale 1:100
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ZAMEK. ZJEŻDZALNIA

ZAMEK. LINA I DRABINA WSPINACZKOWA

Skala 1:100

Materiały:
stal nierdzewna, gr. 2mm, 
profilowana podłużnie, powierzchnia 
zjazdu bez spawów

poręcz: rura śred. 42mm, stal 
nierdzewna

Wymiary:
szerokość: 0,45m
długość: 3,65m
waga: 69kg

Fundamentowanie: 
20x70x40cm - 1szt. 

LINA: śred. 22mm, sześciosplotowy 
drut stalowy w oplocie poliamidowym, 
wzmocnione rdzeniem ze stali, kolor 
czerwony

DRABINA: śred. 22mm, sześciosplotowy 
drut stalowy w oplocie poliamidowym, 
wzmocnione rdzeniem ze stali, kolor 
czerwony
Belka drewniana, modrzewiowa, 
bezrdzeniowa



PARK MIEJSKI W SANDOMIERZU 
| PLAC ZABAW >3 LAT

WIRUJĄCA MISKA 

352

52
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60
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Misa: tworzywo sztuczne, 
kolor czerwony 
Konstrukcja: stal 
cynkowana ogniowo

Fundamentowane: 
40x40x40 - 1 szt.

Wymiary:
55x52
wys. 60cm
wym. strefy bezp. 
355x352cm

Zgodność z normą EN1176
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HUŚTAWKA ZWYKŁA I BOCIANIE GNIAZDO

KSW90045-0909 - Two Bay Combi Swing, Metal, H=2.5m, 90cm in ground

*Max. fall height **Total height ***Safety zone area

KSW90045-0909 - Two Bay Combi Swing, Metal, H=2.5m, 90cm in ground

*Max. fall height **Total height ***Safety zone area

KSW90045-0909 - Two Bay Combi Swing, Metal,
H=2.5m, 90cm in ground

SWINGING MEETING

Product Description
KOMPAN swings can be configured to adapt individual
needs & demands. All A-Frame swings are available in
2,0m and 2,5m height with posts of impregnated pine
wood, hardwood or hot dip galvanized steel. As seats
we offer standard swing seat, cradle seat, toddler
seat or bird nests with a diameter of ø100cm or 120cm.
Further the seats are available with either hot dip
galvanized chains or stainless steel chains and if
preferred with antiwrap suspensions. The modular
swing system also enable multibay configurations with
2,3,4 or more sections.

Product Information
Category: Swings
Product line: MOMENTS
Age group: 4+

Installation: 1 person(s)
 5 hour(s)

Weight / Heaviest part: 0 / 0 kg.
Concrete required: 0 m3

Foundation amount: 6
Available for surface mount: Yes
Standard installation depth: 0 cm.

KOMPAN A/S, C. F. Tietgen Boulevard 32 C, 5220 Odense
SØ | Telefon: +45 63 62 12 50 | E-mail:
info@KOMPAN.com Website: www.KOMPAN.com

All prices exclude VAT / KOMPAN FSC License No.
FSC-C023002 / www.fsc.org - The mark of responsible
forestry

KSW90045-0909 - Two Bay Combi Swing, Metal,
H=2.5m, 90cm in ground

SWINGING MEETING

Product Description
KOMPAN swings can be configured to adapt individual
needs & demands. All A-Frame swings are available in
2,0m and 2,5m height with posts of impregnated pine
wood, hardwood or hot dip galvanized steel. As seats
we offer standard swing seat, cradle seat, toddler
seat or bird nests with a diameter of ø100cm or 120cm.
Further the seats are available with either hot dip
galvanized chains or stainless steel chains and if
preferred with antiwrap suspensions. The modular
swing system also enable multibay configurations with
2,3,4 or more sections.

Product Information
Category: Swings
Product line: MOMENTS
Age group: 4+

Installation: 1 person(s)
 5 hour(s)

Weight / Heaviest part: 0 / 0 kg.
Concrete required: 0 m3

Foundation amount: 6
Available for surface mount: Yes
Standard installation depth: 0 cm.

KOMPAN A/S, C. F. Tietgen Boulevard 32 C, 5220 Odense
SØ | Telefon: +45 63 62 12 50 | E-mail:
info@KOMPAN.com Website: www.KOMPAN.com

All prices exclude VAT / KOMPAN FSC License No.
FSC-C023002 / www.fsc.org - The mark of responsible
forestry

Klasyczna huśtawka
Materiał: stal ocynkowana ogniowo

Jedno siedzisko gumowe
Jedno siedzisko ‘bocianie ganizdo’ śred. 1,2m - 
wykończenie w kolorze czerwonym 
Łańcuchy ze stali nierdzewnej, z systemem 
zapobiegającym plątaniu

Fundamentowane: 40x40x80cm - 6 szt.

Dostosowane do użytku przez osoby niepełnosprawne

Zgodność z normą EN1176
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PODNIEBNA DYSKOROLKA
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Słupy nośne: śred. 125mm, wykonano 
ze stali galwanizowej, pokrytej farbą 
proszkową w dwóch odcieniach szarości. 
Na szczycie słupków ochronne nasadki 
poliamidowe

Szyna: stal nierdzewna. Ogranczniki na 
końcach wyznaczają granicę ruchu deski. 

Deska: pokryta gumą antypoślizgową, 
podstawa ze stali nierdzewnej, 
przypomocowana do rynny kulami, 
umożliwiając płynny ruch. 
Wszystkie śruby ze stali nierdzewnej. 
Fundamentowanie: 
50x50x100cm - 4szt.

Zgodność z normą EN1176

zdj. poglądowe
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ZESTAW DO WSPINANIA  2
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Technical information

climbing poles of stainless steel, 
reinforced against kinking in the lower 
half

colourfully painted sound elements,
relatively soft percussion with plastic 
element, bell-like sound

ground anchor
all parts used for anchoring to the 
ground made of stainless steel

Dimensions
(small deviations possible)

height 4.50 m
height of bells 3.90 m
length 1.50 m
width 1.30 m
wall thickness of tubes 42 x 3.2 mm
weight 240 kg

7.90000

Components

3  climbing poles, welded together, with 
bells and rubber-damped anchorage 
construction

Installation information

Surfacing requirements 
corresponding to a fall height of  3.00 m
(please refer to price list for more 
detailed information)

Foundations
1 item Ø 2.20 m x 1.00 m
excavation depth 140 cm

Attention:
Exact measurements may vary; for 
all installation dimensions refer to 
current assembly instructions.
Technical changes reserved.

scale 1:100

safety check according to EN 1176 
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Konstrukcja z trzech słupów ze stali 
nierdzewnej, wzmocniona w dolnej części

Na górze - kolorowe dzwonki ze stali

Elementy kotwiące - stal nierdzewna
Fundamentowanie: śred. 2,2m, gł. 1m

Strefa bezpieczeństwa 3m

Wymiary: 
wys.: 4,5m
wys. dzwonków: 3,9m
długość: 1,5m
szerokość: 1,3m
słupy: śred. 4,2cm, gr. ścian 3.2mm
waga: 240kg

Zgodność z normą EN1176

zdj. poglądowe
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RODEO
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Zgodność z normą EN1176
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GRAJĄCE PODUSZKI

zdj. poglądowe

41

Technical information

Hopping surface of textile-reinforced 
rubber belt, thickness 8 mm, PAH-free

air spring with pipe, for installation in 
groups pentatonically tuned

ground plate and foundation irons 
hot-dip galvanised

Dimensions
(small deviations possible)

height  0.15 m
length  0.55 m
width  0.55 m
weight   25 kg

Components

1 hopper 
2 foundation irons

Installation information

Surfacing requirements
corresponding to a fall height of  0,60 m 
(please refer to price list for more
detailed information)

Foundations
excavation per item approx. 60 x 20 cm,
40 cm deep (only necessary to immobilise 
the equipment)

Attention:
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Technical changes reserved.

Installation example

9.02410

scale 1:50

Safety check according to EN 1176
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Materiał: guma wzmacniana tkaniną, gr. 
8mm
Element mocujący: stalowa płyta z rurą 
kotwioną w fundamencie

Należy dobrać instrumenty wydające 
różne tony 

Fundamentowanie: 60x20x40cm

Wymiary: 
wysokość: 0,15m
długość: 0,55m
szerokość: 0,55m
waga: 25kg

Zgodność z normą EN1176
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LUSTRO AŻUROWE 
 

Technical information 
 

Urządzenie  wykonane  ze  stali  
kwasoodpornej 

 
Lustro wykonane z polerowanej 
dwustronnie stali kwasoodpornej 

 
Możliwość  wymiany  pojedynczych  pasków  
lustrzanych 

 
 

Wymiary  
(dopuszczalne  niewielkie  różnice) 

 
h- 1.80 m 
w- 0.90 m 
d- 0.10 m 

Waga - 50 kg 
 
 
 
 
 
 
 
 
 
 
 
 
 

scale 1:50 
 
 
Components 
 
1 kompletne 
urządzenie 

 
 
Instalacja 
 
Rekomendowana 
powierzchnia  3.00 x 
2.00 m 
 
Fundamenty  
2 wykopy 50 x 50 x 40 
cm  
Głębokość  wykopu 60 
cm 
 
Uwaga!!  
Rzeczywiste wymiary  mogą  się  
nieznacznie  różnić  od  podanych  w  
niniejszej karcie katalogoweej 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
10.2350

 
Technical information 

 
Urządzenie  wykonane  ze  stali  
kwasoodpornej 

 
Lustro wykonane z polerowanej 
dwustronnie stali kwasoodpornej 

 
Możliwość  wymiany  pojedynczych  pasków  
lustrzanych 

 
 

Wymiary  
(dopuszczalne  niewielkie  różnice) 

 
h- 1.80 m 
w- 0.90 m 
d- 0.10 m 

Waga - 50 kg 
 
 
 
 
 
 
 
 
 
 
 
 
 

scale 1:50 
 
 
Components 
 
1 kompletne 
urządzenie 

 
 
Instalacja 
 
Rekomendowana 
powierzchnia  3.00 x 
2.00 m 
 
Fundamenty  
2 wykopy 50 x 50 x 40 
cm  
Głębokość  wykopu 60 
cm 
 
Uwaga!!  
Rzeczywiste wymiary  mogą  się  
nieznacznie  różnić  od  podanych  w  
niniejszej karcie katalogoweej 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
10.2350 zdj. poglądowe

Zgodność z normą EN1176
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WIRUJĄCA SPIRALA czarno-biała
Technical information

frame made of oak

maintenance-free ball bearing (for 
enduring motion)

flange and fastening screws made of 
stainless steel

supports made of special plastic

large-format patterned disc with 
sufficient motion mass

precise black and white or coloured 
print with weather-resistant, special 
protective paint

anti-glare surface

Dimensions
(small deviations possible)

height  2.20 m
depth  0.30 m
disc  Ø 1.20 m
weight   80 kg

Components

1 wooden frame
1 disc with pattern and bearing,
 fastening material included

Installation information

Recommended space
6.00 x 2.50 m

Foundations
1 item 40 x 40 x 40 cm
excavation depth 60 cm
2 items 30 x 50 x 30 cm
excavation depth 50 cm

Attention!
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Subject to technical changes.
Equipment also available with 
stainless steel stand post or for wall 
attachment.

10.22100 ff.

scale 1:50
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Rama: drewno dębowe
wsporniki: tworzywo sztuczne

Łożysko kulkowe wzmacniające ruch 
tarczy

Mocowania z śrub nierdzewnych

Tarcze z powłoką anty-oblaskową
czarno-biały nadruk

Wymiary:
wys. 2,2m
głębokość: 0,3m
dysk: śred. 1,2m
waga: 80kg

Fundamentowanie:
40x40x40cm - 1 szt.
30x50x30cm - 2 szt.

Wzór tarczy
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WIRUJĄCA SPIRALA kolorowaTechnical information

frame made of oak

maintenance-free ball bearing (for 
enduring motion)

flange and fastening screws made of 
stainless steel

supports made of special plastic

large-format patterned disc with 
sufficient motion mass

precise black and white or coloured 
print with weather-resistant, special 
protective paint

anti-glare surface

Dimensions
(small deviations possible)

height  2.20 m
depth  0.30 m
disc  Ø 1.20 m
weight   80 kg

Components

1 wooden frame
1 disc with pattern and bearing,
 fastening material included

Installation information

Recommended space
6.00 x 2.50 m

Foundations
1 item 40 x 40 x 40 cm
excavation depth 60 cm
2 items 30 x 50 x 30 cm
excavation depth 50 cm

Attention!
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Subject to technical changes.
Equipment also available with 
stainless steel stand post or for wall 
attachment.

10.22100 ff.

scale 1:50
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Rama: drewno dębowe
wsporniki: tworzywo sztuczne

Łożysko kulkowe wzmacniające ruch 
tarczy

Mocowania z śrub nierdzewnych

Tarcze z powłoką anty-oblaskową
kolorowy nadruk

Wymiary:
wys. 2,2m
głębokość: 0,3m
dysk: śred. 1,2m
waga: 80kg

Fundamentowanie:
40x40x40cm - 1 szt.
30x50x30cm - 2 szt.

Colour Disc
The disc is divided into blue and yellow 
sectors. Turning creates not only a mix-
ture of colours, but also the colour green 
and after that the complementary colour 
red. The observer experiences the effect 
of colour as a physical, non-material 
appearance.

Pulsation for wall attachment

Funnel for wall attachment

Spiral for wall attachment

10.22100 ff.
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Colour Disc
The disc is divided into blue and yellow 
sectors. Turning creates not only a mix-
ture of colours, but also the colour green 
and after that the complementary colour 
red. The observer experiences the effect 
of colour as a physical, non-material 
appearance.

Pulsation for wall attachment

Funnel for wall attachment

Spiral for wall attachment

10.22100 ff.
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Wzór tarczy

Kolorystyka
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GŁUCHY TELEFON
 

Informacje techniczne 
 

Słuchawki  oraz  słupek  tablicy  informacyjnej  wykonane ze 
stali nierdzewnej 

 
 
 
 
 
 

skala 1:50 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Komponenty 
 
2 Słuchawki  z  elamentami  
łączącymi 

1 Tablica informacyjna 
 
Rury  o  średnicy  0.10  m  nie  są  
dołączone  do  zestawu 

 
 
 
 
 
 
10.55100  

8
8 

 

 
 

Wymiary 
 

(możliwe  niewielkie  różnice) 
 
 

Wysokość  1.65 m 
 

średnica rury 0.10 m 
Wejście  rury  w  
słuchawce 

0.50 m 

Głębokość 0.55 m 
Waga  około 80 kg 

  
  

 
  

 
  

 
 

Prawidłowa  instalacja  
 
Zaleca  się  instalowanie  słuchawek  w  
odległości  nie  mniejszej  niż  2  m  od  siebie.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rysunek poglądowy! 
 

Uwaga! Do prawidłowej  
instalacji konieczne prace na 
dużej  powierzchni 

 

Tuby wykonane ze stali nierdzewnej

Wymiary: 
 
wys.: 1,65m
śred. rury: 0,1m
wejście rury w ‘słuchawce’: 0,50m
Głębokość 0,55m
Waga: 80 kg

Fundamentowanie: 50x50x50cm

Instalować w odległości nie mniejszej niż 
2m

Zgodność z normą EN1176

zdj. poglądowe
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GABINET LUSTER

Components

Order No. 10.23400
1 complete piece of equipment
 mirror-finished on the inside

Order No. 10.23410/10.23420
6 wall elements mirror-finished on
 one or both sides

Installation information

Recommended space
Order No. 10.23400
3.30  x 3.10 m
Order No. 10.23410/10.23420
circle diameter 5.00 - 6.00 m

Foundations
Order No. 10.23400
3 items 30 x 30 x 40 cm
excavation depth 60 cm
Order No. 10.23410/10.23420
12 items 60 x 40 x 40 cm
excavation depth 60 cm

Attention!
Exact measurements may vary, for 
all installation dimensions refer to 
current installation instructions.
Subject to technical changes.

Technical information

Order No. 10.23400
frame made of stainless steel

surface blasted with glass beads

panels made of special laminated wood

inside high-gloss finished stainless steel 
mirrors, mounted in stainless steel 
profiles

Order No. 10.23410/10.23420
hot-dip galvanised support construction

high-gloss polished stainless steel 
mirrors bonded flexibly to water-proof 
laminated panels, mounted in anodised 
aluminium profiles

Dimensions
(small deviations possible)

Order No. 10.23400
height  1.95 m
length  1.35 m

weight approx. 120 kg

Order No. 10.23410/10.23420
for each wall element
height  2.20 m
width  1.50 m

weight approx. 500/700 kg

Order No. 10.23400
Small Walk-in
Kaleidoscope

Order No. 10.23410
Order No. 10.23420
Large Walk-in
Kaleidoscope

10.23400 10.23410/10.23420

scale 1:50

scale 1:100
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Powierzchnia luster: stal nierdzewna, wysoko 
polerowana, na wodoodpornych panelach. 
Zamocowane w profilach aluminiowych 

Konstrukcja: stal cynkowana ogniowo

Wymiary:

wysokość: 2,2m
szerokość 1,5m
waga: 500kg

Fundamentowanie 60x40x40cm - 12 szt. 

Elementy składowe:
6 luster

Zgodność z normą EN1176

zdjęcie poglądowe


